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The high speed USB 2.0 cable is the latest offering from Phihong. As a member of International USB Organiza-
tion (USB.org), Phihong ensures our products meet or exceed all the performance and safety requirements, 
including cable bending, rotation, pull, chemical, and aging tests. 

Phihong USB 2.0 cable has Standard-A Plug on one end and micro-B plug on the other end. The micro-B plug 
is favored over the Mini-B plug for its slimmer connector type while still performing at the USB 2.0 specification 
of 480 Mbit/s. Phihong USB 2.0 cable supports plug-and-play and complies with USB 2.0 standard. It is 
designed to charge and transfer data simultaneously and compatible with all USB 1.x and 2.0 compliant 
devices. We provide various cable lengths (0.3m, 0.5m, 1.0m, 1.2m, 1.5m, custom length) and  2 types of 
cable shape (round and flat) to choose from. Custom designs are also available.

Phihong Technology 

is a leading global manufacturer of power supply 
products ranging from adapters, chargers, LED 
drivers, PoE, wireless charger, energy storage, com-
ponents, to micro inverter. As a top notch manu-
facturer in the power supply, magnetic compo-
nents and data cables for over 40 years, Phihong is 
recognized as a trustworthy brand by our custom-
ers around the world. With a truly international 
span, Phihong has R&D labs and local sales loca-
tions in California, New York, the Netherlands, 
China, Japan and Taiwan.

Focusing on research, development and manu-
facture of highly efficient power supply products, 
we constantly create innovative products and at 
the same time insist on quality and safety. More-
over, by utilizing our advanced fully automated 
production lines, we offer the most cost competi-
tive and high efficient products that comply with 
international standards.

USB 2.0 Cable ( Flat / Round )
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Phihong provides 2 types of data cables with built-in over temperature protection (OTP) to support your safe 
and reliable high current, high power applications and to prevent the danger of electrical fire or damages 
to the charger and devices. 

The first cable offering is to put the temperature sensing device in the cable. The temperature sensing 
device will disconnect the power line when cable surface temperature exceed 70°C. This cable offering is 
suitable for either USB 2.0 or QC 2.0 applications. 

The second cable offering is specifically designed for QC 2.0 applications. With the capability in QC 2.0 
adapters to check the data line impedances with temperature change, the QC 2.0 adapters will shut the 
adapter power down when cable surface temperature exceed 70°C for maximum protection.

USB 3.1 Gen 2 data transfer speed is up to 10 Gb/s to support higher performance peripherals such as AV 
display beyond 1080p, multi-displays, SSD, RAID HDD or Hybrid HDD. USB 3.1 also enables higher voltage and 
current in order to deliver power up to 100W. It provides ultra fast data sync and enables multi-function with 
single port connection. Its power delivery is compatible with USB 2.0 / USB 3.0 cables and connectors. More-
over, USB 3.1 requires the cable with 10,000 cycles plug/ pull/ twist/ bending durabiity.

Phihong USB 3.1 cables support all the functions and capabilities mentioned above. It has USB 3.1 Stan-
dard-A connector on one end and USB 3.1 Type-C connector on the other end. The USB 3.1 Standard-A con-
nector is compatible with previous generation USB Standard-A socket. The newly launched USB 3.1 Type-C 
connectors feature no up/down orientation and allow reversible plug in. With improved EMI & RFI mitigation, 
Phihong USB 3.1 cable is designed to establish future USB performance needs and support scalable power 
charging.

USB 2.0 / QC 2.0 Cables with
Over Temperature Protection (OTP) 

Reversible USB 3.1 Cable

Power 
Delivery

up to 100W

Power 
Delivery

up to 100W

Rotate 180°

Reversible 

USB 3.1

Connectors

Reversible 

USB 3.1

Connectors

Type 1 OTP cable Type 2 OTP cable

USB 2.0  & QC 2.0 QC 2.0Where can be used

Features

The temperature 
sensing device will 
disconnect the power 
line when cable 
surface temperature 
exceed 70°C.

The QC 2.0 adapters 
will check the data 
line impedance then 
shut down adapter 
power when cable 
surface temperature 
exceed 70°C.

* Available for USB 3.1 cables in future design.
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10/100 Base-T Series PoE Plus Series 

PFP2224S1-R

Phihong offers comprehensive line of discrete LAN filter modules to our customers. The 10/100/1000 base-T 
LAN filter series is capable of supporting the continuing convergence of voice/video/data networking, 
high-performance computing, and storage traffic in the data center, it provides excellent EMI suppression 
in high speed data transmission environment.

As a top notch manufacturer in the power supply, magnetic components and data cables for over 40 years, 
Phihong employs advanced fully automated magnetic component production lines to offer the most cost 
competitive and highly efficient products to our customers around the world. We provide OEM/ ODM for 
various magnetic component such as transformer.  

All modules provide electrical circuit isolation and EMI 
noise suppression that meet IEEE 802.3 standard, while 
maintaining signal integrity needed for the most 
demanding applications.

Leveraging on long history of in-house research and 
design of magnetic components, our engineering 
capability guarantees fast response time and detailed 
evaluation of new products for all projects. Each com-
ponent would go through comprehensive final testing 
and packing in our modern Jinxing, China factory.

By leveraging on long history of in-house research and 
design of magnetic components, our magnetic com-
ponent engineering capability guarantees fast 
response time and detailed evaluation of new prod-
ucts for all projects. Each component would go 
through comprehensive final testing and packing in 
our modern Jinxing, China factory.

LAN Filters

10/100/1000 Base-T Series

Magnetic Components ODM/OEM: 
Transformers


